
Variante 1:
Retira la película adhesiva y coloca el Nuki Keypad en el marco de tu puerta.

Variante 2:
Abre la carcasa de tu teclado Nuki con una ligera presión en la parte inferior.

Luego, coloca la placa posterior en la pared de tu casa con el material de

montaje adjunto a 5 metros alrededor de tu puerta.

Abre la aplicación Nuki y selecciona “Administrar teclado”.
Mantén presionado el botón Atrás “◀” en el teclado durante 5 segundos para
poner el teclado en modo de sincronización.
Sigue las instrucciones que aparecen en la app de Nuki para completar la
configuración.

Instalación

Instalación

https://shop.nuki.io/es/shop/nuki-combo/
https://www.amazon.es/gp/product/B07LCQ7NG3/
https://shop.nuki.io/wp-content/uploads/2018/09/Nuki_Keypad_Lifestyle-1.jpg
https://shop.nuki.io/wp-content/uploads/2018/09/Nuki_Keypad-1.jpg
https://shop.nuki.io/en-au/bundles/nuki-combo-type-i/
https://shop.nuki.io/en-au/access-solutions/nuki-smart-lock/
https://shop.nuki.io/en-au/accessories/
https://shop.nuki.io/en-au/
https://shop.nuki.io/en-au/my-account/
https://shop.nuki.io/en-au/cart/
https://nuki.io/en/support/



